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NOTES:
CLAMP DETAIL l. EACH UPPER STRINGER SHALL BE A 1Y2" X 1Y/»" PERFORATED TUBE.
POLE 2. EACH LOWER STRINGER SHALL BE A 1% X 1¥" PERFORATED TUBE,
VARIES VARIES WELDED TO THE STRINGER AND STEEL CLAMP AND ATTACHED TO
——| ) THE UPPER STRINGER USING A¥" DIAMETER HEX. BOLT WITH TWO
| —POLE 1" DIAMETER x 4" THICK WASHERS AND TWO HEX. NUTS. BOLTS
Vw1l _ ] SHALL BE LOCATED NEAR EACH END OF THE LOWER STRINGER.
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STRINGER e L] SIGN PANEL 3. EACH CLAMP SHALL CONSIST OF SMOOTH STEEL 3" THICK x 1/5"
I R S S WIDE, WITH AN 8° NOMINAL INSIDE DIAMETER. THE ENGINEER MAY
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e x 1% A i i CLAMP WILL NOT ADEQUATELY ATTACH TO A POLE.
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O R 4. EACH CLAMP SHALL BE TIGHTENED BY TWO %" x 3" HEX BOLTS
WITH 1%;" THREADS AND A SINGLE I* HEX. NUT ON EACH SIDE.

THESE BOLTS SHALL MEET THE REQUIREMENTS OF ASTM A-325

AND SHALL BE GALVANIZED (N ACCORDANCE WITH SUB-SECTION

607-2.02 OF THE STANDARD SPECIFICATIONS.

5. EACH HORIZONTAL AND VERTICAL BOLT THROUGH A STRINGER
SEE CLAMP SHALL BE 3" DIA. WITH TWO 1" DIA. X %4," THICK WASHERS,
DETAIL (ONE ON EACH SIDE OF THE STINGER), AND DOUBLE NUTTED.

THE HARDWARE SHALL BE INSTALLED TO AVOID OVERLAPPING
ANY LEGEND ON THE SIGN.

6. THE STRINGERS MAY BE OFFSET RELATIVE TO THE POLE TO
1" x 1Yp" IMPROVE THE DISTANCE FROM THE NEARBY ROADWAY, AS
UPPER

STRINGER L] DIRECTED BY THE ENGINEER.
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